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BES900 Series 

One way valve instruction  
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How to install one way valve  

1.  

 

 

Remove 2 screws near 
shower head as shown. 

 

  

2.  

Remove 4 screws of rear 
top cover.  

Note: Screw marked by 
arrow is longer than the 
other screws. 

 

3.  
Fold back side the top and 
top rear covers. 
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4.  

Cut cable tie and remove 
silicone hose pipe as 
marked by arrow. 

 

 

5.  
Remove “U” clip as marked 
by arrow 

 

6.  

Remove steam safety valve 
as shown and then 
unscrew the socket as 
marked by arrow. 

 

7.  

Carefully Remove the 
Black ‘O’ ring from the 
socket and installed on 
steam pump as shown, and 
then screw one way valve. 
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8.  

Disconnect the old silicone 
hose pipe and Connect new 
supplied silicone hose pipe 
and secure with cable tie 
to steam safety valve as 
shown by circle. 

 

9.  

Carefully Remove the Blue 
‘O’ ring from steam safety 
valve and installed on one 
way vale as shown. 

 

10.  

Installed safety valve back 
to its position and secure 
with ‘U’ clip as marked by 
arrow. 

 

11.  
Connect the hose pipe and 
secure with cable tie as 
marked by arrow. 

 

12.  
Reassemble: Reverse the 
procedure from Step 1 to 3 

 


